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Xborder

The most ergonomic design.

Rotating handle.

Split speed control device.

Folding/unfolding in one second.

Independent rear wheel brake.

Track opening in one second.

Folding Fixed Lock

After folding the platform, locking 

can support Xborder for easier storage.

Platform Folding

Folding/opening the platform in one second.
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EMC Directive - 2014/30/EU
EN IEC 55014-1:2021
EN IEC 55014-2:2021
EN IEC 61000-3-2:2019+A1:2021
EN 61000-3-3:2013+A1:2019+A2:2021

EN ISO 12100:2010
EN 60204-1:2018
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IP54

Ergonomic design

The ruler adjusts the handle angle to make the 

operator easier when climbing stairs.



        1826mmX522mmX872 (mm)
Unfolded Size|Folded Size|Packaged Size

Technical Data
1074mmX522mmX310 (mm)
1220mmX580mmX360 (mm)

Net Weight|Gross Weight|Maximum Load

28KG|34KG|160KG
Adjustment Range Of Pull Rod ( Up|Down ) 

540 (mm)

Wheel Size ( F|R )
  3 Inch|5 Inch 

Platform Material|Thickness

Aluminum Alloy Plate|10(mm)

Motor ( Type|Voltage|Power )
Brushless Motor |24V|200W

Battery ( Type|Voltage|Capacity )

Lithium｜24V｜13Ah

Speed Control|Climb Speed

Slow/Medium/Fast|34 Steps / Min 

Maximum Staircase Angle
≤35°

Minimum Turning Radius

Time ( Charge|Usage|Service Life )

6.5H｜1.3H/80 Floor｜1Year/500 Recharges

Temperature ( Use°C|Storage°C )

0-40|-10-40 (Dry Environment)

Sound Decibel ( Working Time ) 
<70

Grade Of Waterproof 

IP54

Track Opening Angle|Track Length
15°|840 (mm)

Cargo Height Range
778-1318 (mm) 

Permissible Cargo Size Range ( Length|Width|Height )
Length > 724|Width > 772|Height > 1318 (mm) 

Gear Plate Rotation Angle Range ( Frontend|Backend )
0°-150°|0°-150° 

Platform Size (  Length|Width )｜Height Of Platform From Horizontal Surface
515*483 (mm)｜155 (mm)

Track Thickness | Track Ruler Distance 
32|13 (mm)

744 (mm)
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Jiangsu Renhe Med. Equip. Co.,Ltd.

Jiangsu Emss Science And Technology Co., Ltd.

Tel +86 13951528514

Email Info@emssrobot.com
www.emssrobot.com

Plant 6, Tongyang Town Industrial Concentration Zone, 
Shuyang County, Suqian, Jiangsu, China


